AIR INTAKE: Each chamber is equipped with an air inlet and exhaust. Both 
Rave manually adjustable, washable, dust proof filters, which allow up to 
3% fresh air into the chamber. 


Air, in the chamber, is normally re-circulated at the rate of 12 times per 
minute, 


Under normal operating conditions, the slides can be kept closed, however, 
the following should be kept in mind; 


(a) When growing large quantities of plants, the slides should be open 
to prevent depletion of CO, which is needed for photosynthesis for 
the plants. 


(b) When temperatures below 60° F. are desired, the slides should be 
opened a minimum, to prevent an excess heat load on the refrigeration 
system. 


LIGHTS; Each chamber is shipped complete with fluorescent and incandescent 
Tamps. 


Model CEL 8 - is supplied with six standard 4', cool white, 40 watt 
fluorescent lamps and four 25 watt incandescent lamps. 


« Model CEL 44 - is supplied with eight standard, 24", cool white, 
20 watt fluorescent lamps and two 25 watt incandescent lamps in each 
compartment. 


The combination of fluorescent and incandescent lights provides a complete 
light spectrum, which is necessary for normal plant growth and development. 
Both the fluorescent and incandescent lights are wired through the 24-hour 
"LIGHT TIMECLOCKS" and manual switches located in the control panel, 


The "LIGHT TIMECLOCK" allows you to simulate natural day and night conditiions 


by automatically switching the lights "ON" and "OFF" at the hour which the 
trippers are set. 


Individual manual switches are provided for the fluorescent and incandescent 
lights. 


Model CEL 8 - The fluorescent light switch is a three position switch. 


RIGHT ~ All fluorescent on 
MIDDLE - All fluorescent on 
LEFT - One-third fluorescent on 


The model CEL 44 fluorescent lamp switch turns the lamps "ON" and "OFF" for 
either compartment, 


The incandescent light switch turns all the incandescent "ON" and "OFF" only. 
These switches greatly increase the versatility of the chamber and allow you 

to vary not only the light intensities, but the light spectrum. (NOTE: On Model 
CEL 44 individual light timeclocks and two manual switches are provided for each 
compartment. ) 
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